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tion for all affected urban bus opera-
tors, (and for any model year 1984 and
1987 engine models) for which equip-
ment has been certified by July 1, 1994
as meeting the emission and cost re-
quirements of paragraph (b)(2) of this
section for all affected urban bus oper-
ators, the post-rebuild particulate
emission level shall equal the lowest
emission level (greater than or equal to
0.10 g/bhp-hr) certified for any such
equipment;

(3) For any engine model for which
no equipment has been certified by
July 1, 1994 as meeting the emission
and cost requirements of paragraph
(b)(1) or paragraph (b)(2) of this section
for all affected urban bus operators,
the post-rebuild particulate emission
level shall equal the pre-rebuild partic-
ulate level;

(4) For any engine model with a pre-
rebuild particulate level below 0.10 g/
bhp-hr, the post-rebuild particulate
emission level shall equal the pre-re-
build particulate level;

(5) Notwithstanding paragraph
(c)(1)(iii)(C)(3) of this section, if by
July 1, 1994, no equipment has been cer-
tified for any of the engine models list-
ed in the table at paragraph
(c)(1)(iii)(A) of this section, then the
post-rebuild particulate levels shall be
as indicated in the table at paragraph
(c)(1)(iii)(A) of this section.

(C) For TLF calculations for calendar
year 1998 and thereafter, post-rebuild
particulate emission levels for a spe-
cific engine model shall be equal to the
following:

(1) 0.10 g/bhp-hr, for any engine model
(other than those indicated in para-
graph (c)(1)(iii)(C)(4) of this section) for
which equipment has been certified by
July 1, 1996 as meeting the emission
and cost requirements of paragraph
(b)(1) of this section for all affected
urban bus operators;

(2) For any engine model for which
no equipment has been certified by
July 1, 1996 as meeting the require-

ments of paragraph (b)(1) of this sec-
tion for all affected urban bus opera-
tors, but for which equipment has been
certified by July 1, 1996 as meeting the
emission and cost requirements of
paragraph (b)(2) of this section for all
affected urban bus operators, the post-
rebuild particulate emission level shall
equal the lowest emission level (great-
er than or equal to 0.10 g/bhp-hr) cer-
tified for any such equipment;

(3) For any engine model for which
no equipment has been certified by
July 1, 1996 as meeting the require-
ments of either paragraph (b)(1) or
paragraph (b)(2) of this section, the
post-rebuild particulate emission level
shall equal the pre-rebuild particulate
level;

(4) For any engine model with a pre-
rebuild particulate level below 0.10 g/
bhp-hr, the post-rebuild particulate
emission level shall equal the pre-re-
build particulate level;

(5) Notwithstanding paragraph
(c)(1)(iii)(C)(3) of this section, if by
July 1, 1996, no equipment has been cer-
tified to meet the emission require-
ments of paragraph (b)(1) or paragraph
(b)(2) of this section for any of the en-
gine models listed in the table at para-
graph (c)(1)(iii)(A) of this section, then
the post-rebuild particulate levels shall
be the pre-rebuild particulate levels
specified in the table at paragraph
(c)(1)(iii)(A) of this section.

(6) Notwithstanding paragraph
(c)(1)(iii)(C)(3) of this section, if by
July 1, 1996, equipment has been cer-
tified to meet the emissions require-
ments of paragraph (b)(1) or paragraph
(b)(2) of this section for any of the en-
gine models listed in the table at para-
graph (c)(1)(iii)(A) of this section, but
no equipment has been certified by
July 1, 1996 to meet the life-cycle cost
requirements of paragraph (b)(1) or
paragraph (b)(2) of this section, then
the post-rebuild particulate levels shall
be as specified in the following table:

Engine model Model year sold
Pre-rebuild
PM level (g/

bhp-hr)

Post-rebuild
PM level (g/

bhp-hr)

DDC 6V92TA ........................................................................................... 1979–1987 ...................... 0.50 0.30
1988–1989 ...................... 0.30 0.30

DDC 6V92TA DDECI .............................................................................. 1986–1987 ...................... 0.30 0.30
DDC 6V92TA DDECII ............................................................................. 1988–1991 ...................... 0.31 0.25

1992 ................................ 0.25 0.25
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